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Classification of Off-The-Road Tyres

Type / Service Vehicles Tire Requirements TRA Classification Continuum Design
Flat
E 3 Rock C 1040
Heat Resistance
Cut Resistance C 1050
Wear Resistance
Earthmover Shock & Burst E 4 Rock Deep C 1072
Resistance C 1073
C 1080
Traction
Grader Maneuverability G 2 Traction C 1011
Directional Stability
L 3 Rock C 1040
C 1050
Cut Resistance
Loader & Dozer L 4 Rock Deep C 1090
C 1091
Wear Resistance
L 5 Rock Extra-Deep
Heat Resistance E 2 Traction
High - Speed Wear Resistance
Traction
C 1031
Industrial Service Wear Resistance IND C 1041
Stability C 1060
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C1011

Gain controlin atough northern climate with this deeply siped tread. This tread design
provides great traction on snow and ice. Use on graders, loaders, construction and

snow removal equipment.

‘ 20.5R 25
_._._ 21.00R 35
30 mm
‘ 21.00R 35
. . 24.00R 35
32 mm 555/70 R 25
550/65 R 25
‘ 26.5R 25
34 mm

SPEED

[

NORMAL
ROAD

ON/OFF

ALL
TERRAIN

WINTER
CONDITIONS
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DESIGN SIZE BASE DEPTH
C 1011 G2 20,5 470 MM 30 MM
C 1011 G2 23,5 522 MM 32 MM
C 1011 G2 26,5 610 MM 34 MM
S/WGHT S/SKID SKID/W TIRES/SK
16.30 KG 32 522 KG 8
21.00 KG 32 672 KG 8

21.80 KG 30 656 KG 6

C1011

S/LGTH
1092 MM
1175 MM
1019 MM

ITEM NUMBER
1090043
1090044
1090045
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C 1031

For use on straddle carriers in port facilities throughout the world. This tread design
features continuous ribs and deep grooves.

16.00 R 24

_.i._ 16.00 R 25

33 mm

C 1031

IND

SPEED

Y

NORMAL ROAD CONDITIONS




DESIGN
C 1031

S/WGHT
17.50 KG
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SIZE BASE DEPTH
16 370 MM 33 MM
S/SKID SKID/W TIRES/SK

32 560 KG 8

C 1031

S/LGTH
1150 MM

ITEM NUMBER
1090052
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C 1040

Expect superior performance out of this flexible tread design. Molded from a proven,
tough compound, use this tread for loaders, dozers, graders, articulated dump
trucks, and simular construction and material handling applications.

; 20.5R 25
_._._ 21.00R 35
31 mm
; 23.5R 25
_._._ 21.00R 35
33 mm 24.00R 35
555/70 R 25
550/65 R 25
‘ 26.5 R 25
C 1040 o AN W 24.00 R 35
37 mm 24.00 R 49
625/70R25
650/65R25
750/65R25

TRACTION

[ .

SAND MUD GRAVEL ROCK

ROAD SURFACE AGGRESSIVITY CONDITIONS
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DESIGN SIZE BASE DEPTH
C 1040 E3/L3 20,5 470 MM 31 MM
C 1040 E3/L3 23,5 522 MM 33 MM
C 1040 E3/L3 26,5 610 MM 37 MM

S/WGHT S/SKID SKID/W TIRES/SK

15.30 KG 32 490 KG 8

20.10 KG 32 643 KG 8

22.45 KG 30 673 KG 6

C 1040

S/LGTH
1092 MM
1175 MM
1020 MM

ITEM NUMBER
1090007
1090008
1090009
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C 1041

Ideal for use in Industrial handling applications requiring a traction design. This
non - directional design provides exellent traction in severe conditions and delivers
exceptional service.

| 16.00 R 25
o Ay W 18.00 R 25
38 mm 18.00 R 33
21.00 R 35

IND

SPEED

Y

NORMAL ROAD CONDITIONS
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DESIGN SIZE BASE DEPTH
C 1041 E3 18 450 MM 38 MM
S/WGHT S/SKID SKID/W TIRES/SK

23.50 KG 30 705 KG 6

C 1041

S/LGTH
1080 MM

ITEM NUMBER
1090066
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C 1050

Take command of rocky and rugged terrain. This aggressive, non - directional
design provides excellent resistance to penetration and chipping. Use on loaders,
dozers, scrapers and for graders used in mining applications.

| 16.00 R 25
o AN W 17.5R 25
28 mm 20.5 R 25
21.00 R 35

C 1050

TRACTION

[ .

SAND MUD GRAVEL ROCK

ROAD SURFACE AGGRESSIVITY CONDITIONS
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DESIGN SIZE BASE DEPTH S/LGTH

C 1050 E3/L3 20,5 477 MM 28 MM 953 MM
S/WGHT S/SKID SKID/W TIRES/SK ITEM NUMBER
14.00 KG 20 280 KG 4 1090056
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C 1060

Manage your port equipment with this highly versatile, smooth tread. This
tread provides long service life on container handlers and port equipment.
Multiple layers of tread can be applied for specific applications.

. ‘ . 16.00 R 24

25 mm 16.00 R 25

C 1060

IND

SPEED

Y

NORMAL ROAD CONDITIONS
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DESIGN SIZE BASE DEPTH S/LGTH
C 1060 18 434 MM 25 MM 1225 MM
S/WGHT S/SKID SKID/W TIRES/SK ITEM NUMBER
17.20 KG 16 275 KG 4 1090088
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C 1072

Get superior traction when you need it. Molded from a tough compound and an
aggressive lug pattern, this tread performs well on articulated dump trucks, loaders,
dozers, graders and simular applications.

. ‘ . 26.5R 25
24.00R 49
625/70R25
650/65R25
750/65R25
M | o 29.5R 25
C 1072 45 mm

TRACTION

[ .

SAND MUD GRAVEL ROCK

ROAD SURFACE AGGRESSIVITY CONDITIONS
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C 1072

DESIGN SIZE BASE DEPTH S/LGTH
C1072 E4 26,5 610 MM 42 MM 1020 MM
C 1072 E4 29,5 660 MM 45 MM 1083 MM

S/WGHT S/SKID SKID/W TIRES/SK ITEM NUMBER
23.80 KG 30 714 KG 6 1090083
32.10 KG 20 642 KG 4 1090084

© Bandag AG, Switzerland - Printed in Belgium - 01/2009
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C 1073

Get superior traction when you need it. Molded from a tough compound and an
aggressive lug pattern, this tread performs well on rigid dump trucks.

; 2100 R 25
—.—.— 2400 R 35

50,8 mm 2700 R 49

C 1073

TRACTION

[ .

SAND MUD GRAVEL ROCK

ROAD SURFACE AGGRESSIVITY CONDITIONS
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C 1073
DESIGN SIZE BASE DEPTH S/LGTH
C 1073 E4 2100 515 MM 50,8 MM 994 MM
C 1073 E4 2400 575 MM 50,8 MM 1046 MM
C 1073 E4 2700 675 MM 50,8 MM 774 MM
S/WGHT S/SKID SKID/W TIRES/SK ITEM NUMBER
26.75 KG 12 321 KG 3 1090077
31.00 KG 12 372 KG 2 1090078

27.30 KG 10 273 KG 1 1090079

© Bandag AG, Switzerland - Printed in Belgium - 10/2008
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C 1080

Get aggressive in rocky and rough terrain. This non-directional design features extra
tread depth and resistance to penetration and chipping. Use on loaders, dozers
and scrapers used to maintain mine haul roads.

; 18.00 R 25
A'R 18.00 R 33
52 mm
| 21.00 R 33
A'R 21.00 R 35
49 mm 24.00 R 35
555/70 R 25
550/65 R 25
26.5 R 25
C 1080 mlm  ®R®
55 mm 24.00 R 49
29.5 R 25
650/65R25
750/65R25

TRACTION

[ .

SAND MUD GRAVEL ROCK

ROAD SURFACE AGGRESSIVITY CONDITIONS



DESIGN
C 1080 E4
C 1080 E4
C 1080 E4
C 1080 E4

S/WGHT
21.00 KG
21.00 KG
38.75 KG
36.00 KG

SIZE
18
20,5
26,5
29,5

S/SKID
20
20
20
12
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BASE
435 MM
477 MM
612 MM
660 MM

SKID/W
420 KG
420 KG
775 KG
432 KG

DEPTH
52 MM
49 MM
49 MM
55 MM

TIRES/SK
4

4
4
2

C 1080

S/LGTH
1013 MM
935 MM
1285 MM
995 MM

ITEM NUMBER
1090085
1090014
1090081
1090087
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C 1090

Look no further if traction is critical in an underground mining, scrap or solid-waste
application. This tread design provides protection to the casing and delivers extra
long wear. Use the tread inshort haul, slow speed and severe service conditions.

‘ 23.5R 25
_._._ 21.00 R 35
51.5MM 24.00R 35
24.00 R 49
555/70 R 25
550/65 R 25

C 1090

L4

TRACTION

[ .

SAND MUD GRAVEL ROCK

ROAD SURFACE AGGRESSIVITY CONDITIONS



DESIGN
C 1090 L4

S/WGHT
34.30 KG

‘ ®
CONTINUUM

SIZE BASE DEPTH
23,5 518 MM 51.5 MM
S/SKID SKID/W TIRES/SK

16 549 KG 4

C 1090

S/LGTH
1180 MM

ITEM NUMBER
1090002

© Bandag AG, Switzerland - Printed in Belgium - 10/2008
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C 1091

Aggressive tread design for better traction. Superior performance in coal,rock and
aggregate operations Extra depth to provide better puncture protection. For use
on loader applications.

. ‘ . 20.5R25
49 MM
. ; . 23.5R25
53 MM
. ; . 26.5R25
54 MM
C 1091 . ; . 29.5R25
55 MM
. ; . 35/65R33
59 MM

L4

TRACTION

[ .

SAND MUD GRAVEL ROCK

ROAD SURFACE AGGRESSIVITY CONDITIONS



DESIGN
C 1091 L4
C 1091 L4
C 1091 L4
C 1091 L4
C 1091 L4

S/WGHT
636,84 KG
508,02 KG
666,78 KG
780,17 KG
270,34 KG

SIZE
20.5R25
23.5R25
26.5R25
29.5R25

35/65R33

S/SKID
24
20
20
24

8
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BASE
458,10 MM
508,90 MM
610,40 MM
686,40 MM
838,70 MM

SKID/W
636,84 MM
508,02 MM
666,78 MM
780,17 MM
270,34 MM

DEPTH
49,2 MM
53,2 MM
54,0 MM
55,6 MM
58,8 MM

TIRES/SK

- BB~ O

C 1091

S/LGTH
1104,90 MM
939,80 MM
1022,35 MM
906,46 MM
733,43 MM

ITEM NUMBER
1090091
1090092
1090093
1090094
1090095
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Ancillary Products

Item description

Item number

Cushion

C 9010 -CUSHION .120-2"/50 MM 1191000
C 9010 -CUSHION .120-5"/120 MM 1191001
C 9010 -CUSHION .120-10"/250 MM 1191002
C 9010 -CUSHION . 120 - 167/ 400 MM 1191005
Feed strips

FEED STRIPS 1103035
Extrusion

Extruder Repair Gum 1103179
Grader Extrusion 1103182
C 9020 - Loader-Dozer Extrusion 1191305
Cement

Universal Cement 20L 1203111
Poly Film

Polyethylene film 50 mt. 1036399
Perfo poly film 480 MM wide 1303618
Perfo poly film 910 MM wide 1303636
Wick Pads

Fabric WP 8” X 65” ( BX/8) 1313115
Fabric WP 8” X 78" ( BX/8) 1313116

© Bandag AG, Switzerland - Printed in Belgium - 04/2007
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Ancillary Products

Item description Item number

Wick Blocks ( BX/2)

DESIGN SIZE

C 1040 20,5 1930000
C 1040 23,5 1930001
C 1040 26,5 1930002
C 1041 18 1930010
C 1050 20,5 1930011
C 1072 23,5 1930027
C 1072 26,5 1930028
C 1072 29,5 1930029
C 1073 2100 1930007
C 1073 2400 1930006
C 1073 2700 1930008
C 1080 18 1930014
C 1080 20,5 1930015
C 1080 26,5 1930016
C 1080 29,5 1930017
C 1091 20,5 1930031
C 1091 23,5 1930032
C 1091 26,5 1930033
C 1091 29,5 1930034

C 1091 35,65 1930035
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Curing Envelope Chart

Tyre Size
(Radial*)

16.00R25
17.5R25
18.00R25
555/70R25
550/65R25
20.5R25
21.00R25
625/70R25
650/65R25
23.5R25
705/70R25
750/65R25
26.5R25
755/70R25
29.5R25
26.5R29
29.5R29
30/65R29
18.00R33
35/65R33
21.00R35
24.00R35
29.5R35
24.00R49

27.00R49

OUTSIDE ENVELOPE

Size
16.00X24 OUT
17.5X25 OUT
20.5X25 OUT
20.5X25 OUT
17.5X25 OUT
20.5X25 OUT
23.5X25 OUT
23.5X25 OUT
20.5X25 OUT
23.5X25 OUT
23.5X25 OUT
23.5X25 OUT
26.5X25 OUT
26.5X25 OUT
29.5X25 OUT
26.5X25 OUT
29.5X29 OUT
26.5X25 OUT
18.00X33 OUT
35/65X33 OUT
21.00X35 OUT
24.00X35 OUT
29.5X29 OUT
24.00X49 OUT

27.00X49 OUT

Item number
1456204

1456208
1456210
1456210
1456208
1456210
1456212
1456212
1456210
1456212
1456212
1456212
1456214
1456214
1456216
1456214
1456218
1456214
1456220
1456222
1456224
1456226
1456218
1456228

1456230

INSIDE ENVELOPE

Size
17.5X25 IN
17.5X25 IN
20.5X25IN
20.5X25IN
17.5X25 IN
20.5X25 IN
26.5X25IN
26.5X25 IN
20.5X25IN
23.5X25 IN
23.5X25 IN
23.5X25 IN
26.5X25 IN
26.5X25 IN
29.5X25 IN
26.5X29 IN
29.5X29 IN
26.5X29 IN
18.00X33 IN
35/65X33 IN
21.00X35 IN
24.00X35 IN
35/65X33 IN
24.00X49 IN

27.00X49 IN

ltem number
1456207

1456207
1456209
1456209
1456207
1456209
1456213
1456213
1456209
1456211
1456211
1456211
1456213
1456213
1456215
1456217
1456219
1456217
1456221
1456223
1456225
1456227
1456223
1456229

1456231

(*) bias tyres: Select envelope size for immediate smaller radial tyre size

FOR GUIDANCE ONLY

All envelopes packed 1 per box

Tyre Size
(Radial*)

16.00R25
17.5R25
18.00R25
555/70R25
550/65R25
20.5R25
21.00R25
625/70R25
650/65R25
23.5R25
705/70R25
750/65R25
26.5R25
755/70R25
29.5R25
26.5R29
29.5R29
30/65R29
18.00R33
35/65R33
21.00R35
24.00R35
29.5R35
24.00R49

27.00R49
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